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For over 30 years Spendor has developed a
succession of distinctive and innovative
loudspeakers. Natural uncoloured sound,
engineering excellence and outstanding
technical performance are the hallmarks of every
Spendor design. All Spendor loudspeakers
preserve the fundamental timing of music and
sound so you always enjoy a captivating and
realistic listening experience. Many people call it
the ‘Spendor Magic’.

The Spendor ‘S’ series loudspeakers feature many innovations.
Linear flow port technology for non-turbulent low frequency air
flow and predictable bass response, Spendor ‘e’ drive units with
stiff, light internally damped ep38 polymer cones for ultra low
colouration, and dynamically damped cabinets which reduce
energy re-radiation to inaudible levels. Each model delivers a
balanced energy output to guarantee a consistent sound and a
vivid seamless sound stage in a diversity of living environments.
This technology is complemented by elegant modern styling.
Whether you listen to music or film, stereo or surround sound,
there is a Spendor loudspeaker system to match your individual
lifestyle.

It has often been said that a perfect loudspeaker will have no
sound of its own, and no ‘sound’ to describe. The Spendor S9¢
gets close to this ideal. Its substantial cabinet houses a
sophisticated 220mm Spendor bass drive unit with an incredibly
light rigid Kevlar® composite cone, dual suspension, cast
magnesium alloy chassis and a massive fully vented all black
magnet/coil motor system. The special Spendor 140mm
midrange unit is in its own sealed enclosure with
aerodynamically profiled rebates to ensure that no reflections or
disturbances will impair the sound. High frequencies are handled
by an advanced 27mm soft dome tweeter which produces even
detailed sound over a wide deep listening area. The S9¢ is highly
efficient (90db) and easy to drive. Our 3D linear flow port ensures
that the bass will always remain even and controlled and, if
necessary, the cabinet can be placed close to a wall. If we tried
to describe the capabilities of the S9¢ we would choose words
like ‘air’, ‘depth’, ‘transparent’, ‘focus’ and ‘awesome’. Listen and
you will understand.

1 Calibrated and matched to broadcast reference standards +1.0dB

S9e cherry

27 mm dome tweeter
220mm S9¢ bass drive unit
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3 way floor standing loudspeaker

3D linear flow reflex

SPENDOR SPECIFICATION

Description
Enclosure type
Drive units HF
Drive units LF/MF
Drive units LF
Frequency response
Frequency range
Dispersion

Sensitivity for TW @ 1m
Impedance nominal
Impedance minimum
Crossover frequencies
Power handling
Harmonic distortion
Connections

Magnetic shielding
Dimensions H x W x D
Plinth maximum W x D
Spikes/feet/stand height
Net weight

Shipping weight
Accessories supplied
Cabinet real wood veneer finishes

§9¢

3 way floor standing loudspeaker
Spendor 3D linear flow reflex

27mm coated fabric dome, damped vented enclosure
140mm ep38 polymer cone

220mm Kevlar® composite cone
40Hz-20kHz *+3dB on reference axis
-6dB at 28Hz

Within 3dB of response on reference axis
Horizontal over 40° arc (+20°)

Vertical over 20° arc (=10°)

90dB

8 ohms

4.0 ohms

350Hz and 4.8kHz

30-350 watts into 8 ohms unclippped
<1% 100Hz-20kHz 90dB @ 1m

2/3 way gold plated bi-wirable terminals
All drive units shielded

1005 x 242 x 380mm (39.6 x 9.5 x 15.0in)
332 x 400mm (13.1 x 15.7in)

37+3mm

36.5kg (80.5Ib)

39.9kg (88.0Ib)

Spikes and lock nuts

Cherry, Maple, Rosenut, Black ash

$3¢ 2 way stand mounted loudspeaker 60Hz-20kHz -6dB at 48Hz 125 watts 340 x 165 x 260mm
\
S5e¢ 2.5 way floor standing loudspeaker 52Hz-20kHz -6dB at 40Hz 200 watts 790 x 165 x 264mm
S6¢ 2 way floor standing loudspeaker 48Hz-20kHz -6dB at 36Hz 250 watts 875 x 192 x 300mm
|
s8¢ 2 way floor standing loudspeaker 44Hz-20kHz -6dB at 32Hz 300 watts 925 x 226 x 320mm
@ 3 way floor standing loudspeaker 40Hz-20kHz -6dB at 28Hz 350 watts 1005 x 242 x 380mm
SR5 2 way on-wall stereo/surround loudspeaker 90HZz-20kHz -6dB at 70Hz 125 watts 309 x 311 x 176mm
|
C5¢ 2 way centre channel loudspeaker 70Hz-20kHz -6dB at 55Hz 150 watts 156 x 480 x 270mm
|
Cc9e 3 way centre channel loudspeaker 40Hz-20kHz -6dB at 30Hz 250 watts 230 x 600 x 360mm
New subwoofer for release Q1 2004 22Hz-60/120Hz -6dB at 17Hz 360 x 360 x 360mm

Spendor Audio Systems Ltd
Station Road Industrial Estate
Hailsham, East Sussex BN27 2ER UK

Tel +44 (0)1323 843474
Fax +44 (0)1323 442254
info@spendoraudio.com
www.spendoraudio.com

Spendor products are designed and manufactured in the UK by Spendor Audio Systems Ltd.

Spendor Audio Systems Ltd reserve the right to alter designs and specifications without notice.

® Spendor is a registered trademark of Spendor Audio Systems Ltd. Kevlar is a registered trademark of DuPont.
© Copyright 2003 Spendor Audio Systems Ltd. All rights reserved.
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